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A.  InDividual moldboard design

B.  spring-loaded steel cutting edges

C.  Mechanical side panels

D.  polyurethane mounting blocks

E.  patented slip-hitch™ universal coupler system

WIDTH height DEPTH weight

CD-6.5 78.5" 26" 50" 974 lbs

cd-8.5 102.5" 26" 50" 1,025 lbs

WIDTH height DEPTH weight

ld-8 96" 32" 58" 1,150 LBS

ld-10.5 126" 32" 58" 1,792 LBS

ld-13 156" 32" 58" 2,050 LBS

ld-15.5 186" 32" 58" 2,456 LBS

WIDTH height DEPTH weight

hd-11.5 137.5" 47" 73" 3,190 LBS

hd-14 169.5" 47" 73" 3,592 LBS

hd-17 201.5" 47" 73" 4,004 LBS

hd-19.5 233.5" 47" 73" 4,468 LBS

hd-22 265" 47" 73" 4,878 LBS

hd-27.5 329.5" 47" 73" 5,288 LBS

COMPACT-DUTY MODELS*

light-DUTY MODELS*

Heavy-DUTY MODELS**

*Pricing does not include skid steer mount,  bucket mount 
or OEM style coupler hook mount. Pricing available upon 
request only due to numerous OEM style coupler hooks 
available.

**Pricing does not include bucket mount or OEM coupler 
hooks. Pricing available upon request only due to numerous 
OEM style coupler hook available.
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